PLUS hydraulic hoses

Steel braid

EN 856 4SP

Composition:

Working temperature:

Abrasion resistance:

Ozone resistance:

‘Inner Black, oil resistant synthetic rubber (Nitrile)
-Reinforcement: 4 layers of spiraled, high-tensile steel wire
-Cover: Black, oil resistant, synthetic rubber (Neoprene- Type A)

From -40° C to +100° C.
0,2 g (50N/2000 cycles) (ISO 6945)

400 h (ISO 7326)
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Part n° DN @ in @ out | Working Working | Burst pressure| Burst pressure| Bending Weight
Pressure | pressure (bar) (psi) radius (kg/m)
(bar) (psi) (mm)
MDP429008 1/2" 12,7 24,3 425 6.150 1.700 24.600 120 0,89
MDP429010 5/8" 15,9 28,1 400 5.800 1.600 23.600 140 1,18
MDP429012 3/4" 19,1 32 380 5.500 1.520 22.000 170 1,35
MDP429016 1" 25,4 39,2 320 4.650 1.280 18.600 340 1,98
MDP429020 1" 1/4| 31,7 50,1 210 3.000 840 12.000 460 2,96

The information gathered in this technical documentation (Catalogue) has an informative character and can be modified without previous notice. DICSA will not accept any type
of responsibility resulting from an inappropriate use of the product, except the ones related to manufacturing defects.
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