Part n© CMS42 DICSQ

MAQUINAS PARA CURVAR DOBLADORA HID ACC MAN SOPORTE S/
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. Max.
4 BENDING RADIUS Tupe | Berdino | TER | A | B
radius (mm} {mm]) | (mm)

angle
] 15 170 a0 70
3 16.5 170° G 70
10 275 170° 70 | 115
12 27 170° a0 | 120
14 46 170° 110 | 180
15 46 170° 110 | 180
16 48 170° 110 | 180
18 45 170° 110 [ 180
20 GG 160° 140 [ 220
22 GG 160° 140 [ 240
25 21.5 160° 170 [ 270
28 a1 160° 180 [ 300
20 98.5 150° 220 | 300
32 101 150° 220 [ 300
35 125.5 120° 250 | 440
38 116 120° 250 | 440
42 126 120° 250 | 440
118" 275 170° 70 | 115
114 46 170° 110 [ 180
IR 45 170° 110 [ 180
12s a6 160° 140 | 240
34" a1 160° 180 | 300
ki 1255 120° 250 | 440
14 126 120° 250 | 440

Bending 6 > 42X4mm (0.236">1.655" x 0.158")
Materials AISI 316 TI - ST 37.4
Dimensions 420x780x660 mm (60 kg)
Weight 48 kg
End of stroke Included
Tool holder Included
(*) Bending machine tools: Not included
Details HID MANUAL BENDING MACHINE WITHOUT TOOLS

The hydraulic manual bending machine CMS42 is mounted on a tool holder and is actuated by a double acting hand
pump.

The information gathered in this technical documentation (Catalogue) has an informative character and can be modified without previous notice. DICSA will not accept any type
of responsibility resulting from an inappropriate use of the product, except the ones related to manufacturing defects.
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