
SCH TrAle Rigid pipe

Schedule 40

SCH 40 rigid pipe - 3 metres- AISI 316

1/1Stainless Steel AISI 316-L

Specifications: Austenitic S.S. Seamless Tube. Heat treatment of Annealing.

Standards: ASME Code, SEC II, ED 13 PART A, SA 213 MM & SA 1016 M

Metalfinishing: Pickled and passivated

Safety ratio: 4:1

Part nº DN Ø outer WP (bar) Thickness Weight L
(mm) (kg/m)

ZTH40SC008-3 1/2" 21.3 354 2.77 1.27 - 3 MTS

ZTH40SC012-3 3/4" 26.7 287 2.87 1.69 - 3 MTS

ZTH40SC016-3 1" 33.4 268 3.38 2.5 - 3 MTS

ZTH40SC020-3 1" 1/4 42.2 220 3.56 3.39 - 3 MTS

ZTH40SC024-3 1" 1/2 48.3 197 3.68 4.05 - 3 MTS

ZTH40SC032-3 2" 60.3 166 3.91 5.44 - 3 MTS

Pipes are supplied in commercial lengths of 3 m (± 100 mm)

The information gathered in this technical documentation (Catalogue) has an informative character and can be modified without previous notice. DICSA will not accept any type
of responsibility  resulting from an inappropriate use of the product, except the ones related to  manufacturing defects.
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