Hydraulic Components AISI 316 DICSQ

Flow control valves
Forged unidirectional flow control valve 350 Bar
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Materials: Body-AISI 316 Stainless Steel
Needle-X 10 Cr Ni S 1809 - UNI 6900
OR-Viton
Antiextrusion ring-PTFE
Handwheel-GD Al SI 12 - UNI 5706
Part n° TO R1 R2 Max. MAX. | Filtration| OE| OF| B | C D E G H L
flow PRESSURE degree
(1/min) (bar)
ZFT2253U04 | -20/+130°| 1/4" BSP| M17x1 12 350 25u 22| 40| 12| 46| 57| 4,5|11,5/ 18| 11,5
ZFT2253U06 | -20/+130°| 3/8" BSP| M20x1 30 350 25u 27| 50| 13| 55| 69 7 (12,5 22| 15
ZFT2253U08 | -20/+130°| 1/2" BSP| M25x1,5 45 350 25u 33| 70| 16| 70| 82| 10| 13| 27| 19
ZFT2253U12 | -20/+130°| 3/4" BSP| M30x1,5 85 350 25u 38| 80| 20| 91 | 100| 12| 15| 34| 22

The information gathered in this technical documentation (Catalogue) has an informative character and can be modified without previous notice. DICSA will not accept any type
of responsibility resulting from an inappropriate use of the product, except the ones related to manufacturing defects.

Printed on: 18/07/2026 at 15:33




